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(b) For any floating facility, your de-
sign must meet the requirements of the 
U.S. Coast Guard for structural integ-
rity and stability (e.g., verification of 
center of gravity). The design must 
also consider: 

(1) Foundations, foundation pilings 
and templates, and anchoring systems; 
and 

(2) Mooring or tethering systems. 
(c) You must provide the location of 

records, as required in § 285.714(c). 
(d) If you are required to use a CVA, 

the Facility Design Report must in-
clude one paper copy of the following 
certification statement: ‘‘The design of 
this structure has been certified by a 
MMS approved CVA to be in accord-
ance with accepted engineering prac-
tices and the approved SAP, GAP, or 
COP as appropriate. The certified de-
sign and as-built plans and specifica-
tions will be on file at (given loca-
tion).’’ 

(e) The MMS will withhold trade se-
crets and commercial or financial in-
formation that is privileged or con-
fidential from public disclosure under 
exemption 4 of the FOIA and in accord-
ance with the terms of § 285.113. 

§ 285.702 What must I include in my 
Fabrication and Installation Re-
port? 

(a) Your Fabrication and Installation 
Report must describe how your facili-
ties will be fabricated and installed in 
accordance with the design criteria 
identified in the Facility Design Re-
port; your approved SAP, COP, or GAP; 
and generally accepted industry stand-
ards and practices. Your Fabrication 
and Installation Report must dem-
onstrate how your facilities will be fab-
ricated and installed in a manner that 
conforms to your responsibilities listed 
in § 285.105(a). You must include the fol-
lowing items in your Fabrication and 
Installation Report: 
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(b) You must provide the location of 
records, as required in § 285.714(c). 

(c) If you are required to use a CVA, 
the Fabrication and Installation Re-
port must include one paper copy of 
the following certification statement: 
‘‘The fabrication and installation of 
this structure has been certified by a 
MMS approved CVA to be in accord-
ance with accepted engineering prac-
tices and the approved SAP, GAP, or 
COP as appropriate. The certified de-
sign and as-built plans and specifica-
tions will be on file at (given loca-
tion).’’ 

(d) The MMS will withhold trade se-
crets and commercial or financial in-
formation that is privileged or con-
fidential from public disclosure under 
exemption 4 of the FOIA and in accord-
ance with the terms of § 285.113. 

§ 285.703 What reports must I submit 
for project modifications and re-
pairs? 

(a) You must verify and, in a report 
to us, certify that major repairs and 
major modifications to the project con-
form to accepted engineering practices. 

(1) A major repair is a corrective ac-
tion involving structural members af-
fecting the structural integrity of a 
portion of or all the facility. 

(2) A major modification is an alter-
ation involving structural members af-
fecting the structural integrity of a 
portion of or all the facility. 

(b) The report must also identify the 
location of all records pertaining to the 
major repairs or major modifications, 
as required in § 285.714(c). 

(c) The MMS may require you to use 
a CVA for project modifications and re-
pairs. 
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